Marca: uragano

Motore: Honda K20A3

Tipologia parte: barre di collegamento

Centro per concentrare la lunghezza: 138.51mm/5.453 "
Diametro del foro di grande fine: 48.01mm /1.890 "
Larghezza di grande fine: 19.81mm /0.780 "
Diametro a foro di piccola fine: 22.02mm /0,867 "
Larghezza fine: 22.86mm / 0.900 "

Stile del fascio: fascio di H

Diametro del bullone dell'asta di collegamento: 3/8 "
Quantita: 4 pezzi per set

Asta approssimativa Asta di collegamento Peso: 460g / pezzo
Valutazione di potenza pubblicizzata: 750HP
Materiale: acciaio forgiato 4340

Finitura asta di collegamento: colpita, lucidata

PIN: Boccole per pin da polso in bronzo

Stile Pin del polso: galleggiante

Stile di ritenzione del cappuccio: vite del tappo

Set corrispondente peso: si, bilanciato +/- 1G
Magnafluxed: Si

Etichetta privata: si, disponibile

Design personalizzato: si, accetta

HONDA K20A3 5.453 "Descrizione delle aste di collegamento forgiata

Queste aste per collegamenti forgiati HONDA K20A3 sono create da acciaio ad alta resistenza 4340 (EN24)
e lavorato a tolleranze accurate, si adatta altamente per un motore prestazionali 750HP e tutte le superfici
sono lavorato da una speciale macchina CNC, quindi sembra liscia e bella.

Design a spalla rotonda HONDS HONDA K20 Miglioramento del gioco. Per altri design, fare clic su Design

della spalla della barra di collegamento dell'uragano



https://www.hurricanerods.com/it/news/Hurricane-connecting-rod-Shoulder-Design.html
https://www.hurricanerods.com/it/news/Hurricane-connecting-rod-Shoulder-Design.html

L'uragano produce aste di collegamento per i veri motori per prestazioni Honda, includono Honda
prelude H22 VTEC 2.2L, Honda D16a., Honda. F23 Accord 2.0. , HONDA ACURA Integra GSR 1.8
VTEC B18C, HONDA B16A VTEC 1.6L, HONDA F20C / S2000, Honda L15A in forma / jazz, HONDA
[ ACURA ]J35 ,Honda K24. , Honda F20B. , Honda B18. eccetera . Se non riesci a trovare il modello o il
design che ti serve, per favore non esitare a contatto Stati Uniti, Conrod personalizzato puo essere
effettuato come le tue esigenze.

Per i bulloni, I'uragano di solito fornisce copia i bulloni ARP2000 che possono contenere 200000-211829
PSI, ma i bulloni di copia senza font "ARP", alcune immagini allegate per riferimento come di seqguito:


https://www.hurricanerods.com/it/products/Forged-H-beam-Honda-Prelude-H22-connecting-rods-set-22mm-pin-hole.html#.WzHw46SFOUk
https://www.hurricanerods.com/it/products/Forged-H-beam-Honda-Prelude-H22-connecting-rods-set-22mm-pin-hole.html#.WzHw46SFOUk
https://www.hurricanerods.com/it/products/4340-Connecting-rod-H-beam-for-Honda-D16A.html#.WzHw-qSFOUk
https://www.hurricanerods.com/it/products/H-beam-Forged-4340-Steel-Connecting-Rods-For-F23-Accord-2.0-engine.html#.WzHxC6SFOUk
https://www.hurricanerods.com/it/products/H-beam-Forged-4340-Steel-Connecting-Rods-For-F23-Accord-2.0-engine.html#.WzHxC6SFOUk
https://www.hurricanerods.com/it/products/Honda-Acura-Integra-GSR-1.8-VTEC-B18C-H-beam-forged-connecting-rod-5.433-rod-length.html#.WzHxKKSFOUk
https://www.hurricanerods.com/it/products/Honda-Acura-Integra-GSR-1.8-VTEC-B18C-H-beam-forged-connecting-rod-5.433-rod-length.html#.WzHxKKSFOUk
https://www.hurricanerods.com/it/products/H-beam-connecting-rod-for-Honda-B16A-VTEC-1.6L-134.37mm-length.html#.WzHxQqSFOUk
https://www.hurricanerods.com/it/products/Hurricane-Speed-Performance-4340-Chrome-Moly-F20C-S2000-X-beam-Connecting-Rods.html#.WzHxXaSFOUk
https://www.hurricanerods.com/it/products/H-Beam-Forged-4340-Conrods-For-Honda-L15-L15a-Connecting-Rod.html#.WzHxi6SFOUk
https://www.hurricanerods.com/it/products/High-performance-Honda-J35-forged-4340-rods-6.240-length.html#.WzHxpKSFOUk
https://www.hurricanerods.com/it/products/High-performance-Honda-J35-forged-4340-rods-6.240-length.html#.WzHxpKSFOUk
https://www.hurricanerods.com/it/products/Honda-Acura-K-Series-K20-K24-Connecting-Rods-Custom-conneting-rods.html#.WzHxvqSFOUk
https://www.hurricanerods.com/it/products/H-beam-Honda-F20B-Engine-Connecting-Rods-Set-5.709-length-145mm-conrod.html#.WzHx6aSFOUk
https://www.hurricanerods.com/it/products/H-beam-4340-steel-Connecting-rods-set-for-Honda-B18-20mm-pin-hole.html#.WzHx_6SFOUk
http://www.hurricanerods.com/Contact-Us.html

Origina

B A RD b
7

T cane ™o ol

3/8 "e 7/16" 5/16 "

Si prega di contattare il nostro personale esperto per conoscere maggiori dettagli se siete interessati a



bulloni.



