
BENZ M100 179.8mm I-beam Conrods Main Specifications 

 Brand: Hurricane*

      

 Center to Center Length: 179.8mm/7.079"

 Big End Bore Diameter: 56.51mm/2.225"

 Big End Width:  25.83mm/1.017"

 Small End Bore Diameter: 23.55mm /0.927"

 Small End Width: 26.92mm/1.060"

 Beam Style: I-beam

BENZ M100 179.8mm I-beam Conrods Features
 Connecting Rod Bolt Diameter  7/16"
 Approximate Connecting Rod Weight  xxx
 Advertised Horsepower Rating 1000hp
 Quantity  Sold as 8 pieces /set
 Material  Forged 4340 steel
 Connecting Rod Finish  Shot-peened, Polished 
 Pin  Bronze wrist pin bushings
 Wrist Pin Style  Floating
 Cap Retention Style  Cap screw
 Weight Matched Set  Yes ,Balanced +/- 1g
 Magnafluxed  Yes
 Private Label  Yes ,available 
 Custom design  Yes, accept

Additional Description : 

1.  Manufactured from 4340 forging steel.

2.  Each forging is X-rayed, sonic tested and magnafluxed.

3.  Designed with I-beam shape for optimum reliability in the racing industry.

http://www.hurricanerods.com/news/Connecting-rods-Shot-Peening-and-Mirco-Polishing-Special-A-level-appearance.html
https://www.hurricanerods.com/news/Hurricane-Connecting-Rod-Features-Various-Beam-Designs.html


4.  Special Dowelled Cap for precision alignment.

5. All surfaces fully shot peened and stress relieved.

6. Heat-treated strictly by advanced CNC machine.

7. Finish-honed in Hurricane rods factory to reach accurate sizes.

8. Featured bronze wrist pin bushings for full floating applications.

9. Dimensioned inspected for high stability.

10. Balanced weight sets +/- 1gram.

https://www.hurricanerods.com/news/What-is-shot-peening.html
https://www.hurricanerods.com/news/What-is-shot-peening.html
https://www.hurricanerods.com/news/What-is-shot-peening.html
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