
BMW 335i Connecting Rod Main Sizes 

 Brand: Hurricane

      

 Center to Center Length: 145mm/5.709"

 Big End Bore Diameter: 53.6mm/2.110"

 Big End Width: 20.86mm/0.821"

 Small End Bore Diameter: 22mm /0.866"

 Small End Width: 20.86mm/0.821"

 Beam Style: I-beam

Set Of 6 Connecting Rods For A BMW N54 Engine Features
 Connecting Rod Bolt Diameter  3/8 "
 Approximate Connecting Rod Weight  xxx
 Advertised Horsepower Rating  1200HP
 Quantity  Sold at 6 pieces per set
 Material  Forged 4340 steel
 Connecting Rod Finish  Shot-peened, Polished 
 Pin  Bronze wrist pin bushings
 Wrist Pin Style  Floating
 Cap Retention Style  Cap screw
 Weight Matched Set  Yes, Balanced +/- 1g
 Magnafluxed  Yes
 Private Label  Yes, available 
 Custom design  Yes, accept

BMW E90 E91 E92 335i 135i 535i 1M N54 Ultimate I-
Beam Connecting Rods Details
I Beam 4340 chrome moly connecting rods are the ultimate high strength direct fit for all BMW N54 3.0L
engines, these BMW E90 E91 E92 335i 135i 535i 1M N54 Ultimate I-Beam Connecting Rods are designed to
handle the most extreme punishment and better for high revving engines. set of 6 connecting rods for
a BMW N54 engine Advise horsepoer rating could support 1200 HP.  Hurricane factory also offer a
complete line of performance connecting rods for BMW race engines and many more in both the I-Beam,
X-beam and H-Beam designs. Precision finished at Hurricane on the newest and most modern machinery
available by hurricane’s master machinists.

http://www.hurricanerods.com/news/Connecting-rods-Shot-Peening-and-Mirco-Polishing-Special-A-level-appearance.html


This Part Fits the Following Vehicles: BMW E90, E91, E92, E93, E82, E88, E89, X6, Z4, F01
(N54B30)

4340 Chrome Moly Connecting Rods for BMW N54 3.0L TWIN
TURBO Added Info

   I-Beam Shape for extra rigidity.
One-Piece forging for great strength
Full coverage Shot Peened for improved fatigue life
Magnaflux Inspection guarantees that the consistency of the forged material meets our high quality
standard
Heat-treated to Rockwell C34-38
CNC machining for superior tolerances.
Center to center is maintained under .002″ tolerance
end-to-end balanced in± 1gram per set
Laser etched series number 
Private lable laser printing service offered
Fitted for ARP2000 fasteners
Aluminum-bronze wrist pin bushings
   Dimensionally Inspected
Smooth and Beautiful appearance.



Thank you for your interest shown in our products and services.  Feel free to browse our website or contact
us  for further information.

BMW 335i Race Car  picture from Double Apex

Note: Picture from Double Apex

https://www.hurricanerods.com/Contact-Us.html
https://www.hurricanerods.com/Contact-Us.html

