
Brand: Hurricane
Engine: HONDA / ACURA J35
Part Type: Connecting Rods
Center to Center Length: 158.5mm/6.240"
Big End Bore Diameter: 58.01mm/2.284"
Big End Width: 18.8mm/0.740"
Small End Bore Diameter: 22mm /0.866"
Small End Width: 20.98mm/0.826"
Beam Style: I-beam
Connecting Rod Bolt Diameter: 3/8"
Approximate Connecting Rod Weight: 600g/piece
Advertised Horsepower Rating: 1000hp
Quantity: Sold as 6 pieces /set
Material: Forged 4340 steel
Connecting Rod Finish: Shot-peened, Polished
Pin: Bronze wrist pin bushings
Wrist Pin Style: Floating
Cap Retention Style: Cap screw
Weight Matched Set: Yes ,Balanced +/- 1g
Magnafluxed: Yes
Private Label: Yes ,available
Custom design: Yes, accept

J35A1
1999 - 2001 Honda Odyssey
J35A3
2001 - 2002 Acura MDX
2004 - 2007 Saturn Vue L66
J35A4
2002 - 2004 Honda Odyssey
2003 - 2004 Honda Pilot
J35A6
2005+ Honda Odyssey Van, LX, EX
2005 Honda Pilot
J35A7 - Variable Cylinder Management Piston Oil Jets
2005+ Honda Odyssey EX-L, Touring
2007+ Honda Inspire
J35A8
2005 - 2008 Acura RL
2007 - 2008 Acura TL Type-S
J35A9
2006 - 2008 Honda Ridgeline
2006 - 2008 Honda Pilot (VTM-4-equipped models)



Hurricane made connecting rods perfectly fits Honda J35 engines, bolts size: ARP2000 3/8 under head
length 1.600". Our dimensions precision requirement is high. no note tolerance:+/-0.15. Shot penning the
surface of the rod can relieve stress while work hardening the outer layer of metal. Hurricane finished
various kinds of connecting rods for different Honda engine applications. click here for more model.

FAQ
A: What is the difference between Hurricane COPY ARP2000 bolt and Original ARP bolt?

B: ARP8740 bolt                180,000PSI(YIELD STRENGTH)          200,000PSI(TENSILE STRENGTH)
Hurricane COPY ARP2000 3/8 bolt                                             211,829PSI(TENSILE STRENGTH)
ARP 2000 bolt                200,000PSI(YIELD STRENGTH)         220,000PSI(TENSILE STRENGTH)
ARP L19 bolt                 220-230,000PSI(YIELD STRENGTH)       260,000PSI(TENSILE STRENGTH)
CUSTOM AGE 625+ bolt  235-255,000PSI(YIELD STRENGTH)      260,000 PSI(TENSILE STRENGTH)
ARP AERMET bolt         260-280,000PSI(YIELD STRENGTH)       290-310,000PSI(TENSILE STRENGTH)

Related articles:
1. Hurricane Connecting Rod Bolt Information
2. Learn rods bolt -Hurricane Speed and Performance
If have any comments, welcome come here and tell us directly.

https://www.hurricanerods.com/products/High-performance-Honda-J35-forged-4340-rods-6.240-length.html
http://www.hurricanerods.com/products/Honda-connecting-rod.htm
https://www.hurricanerods.com/FAQs.html
https://www.hurricanerods.com/news/Hurricane-Connecting-Rod-Bolt-Information.html
https://www.hurricanerods.com/news/Learn-our-rods-bolt-Hurricane-Speed-and-Performance.html

